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Corner Magnet & Mag-Levels

Innovative magnets and levels with unique and updated features.

The use-anywhere, view anywhere compact magnetic level.
» 4 strong magnets allow hands-free use on metal surfaces.
» V-Groove on one side for pipe and conduit work.
» Robust, solid anodized aluminum body.

» Compact & Light Weight
» Z-Axis Bubble Pod
» 1/4” Edge for alignment
» V-Groove for round parts
» 4 Magnets

Mini Torpedo Mag-Level

Z-Axis Bubble Pod

Velcro® Strap

The Edge

Attaches to
wood post.

Easily mount onto
metal surfaces.

Rotate the Bubble Pod
for 2-axis leveling.

LM3723

LM2422

 Part No. Angles Dimension Weight

 LM3723 0º, 45º, 90º 7” x 1-1/4” x 1” 0.4 lbs
  178 mm x 32 x 25 0.2 kg

 LM2422 0º, 90º 4” x 1-1/4” x 1” 0.3 lbs
  102 mm x 32 x 25 0.1 kg

The 1/4” Edge
Allows the level to be easily aligned with the 
side of the workpiece.

Z-Axis Bubble Pod
The add-on pod provides accurate leveling 
of 2-axises. The pod can be rotated for easy 
viewing from different angles and heights.

Elastic Velcro® Strap (LM3723 only)
Allows the level to be easily attached to 
non-magnetic surfaces. The strap fits 
snugly into the hole for safe keeping.

Torpedo Mag-Levels

NEW 

» The only magnetic level with the On/Off switch.
» Holds securely to round and flat surfaces.
» Three vials for 0º, 45º, 90º reading.

Patent No. US 7,009,480 B2

Mag-Level

MSL-316

On/Off Switch

3 Large Bubble Vials

 Part No. Angles Dimension Pull Force Weight

 MSL-316 45º, 90º, 4” x 16” x 1” 70 lbs 2.0 lbs
180º 102 mm x 406 x 25 30 kg 0.9 kg

*Magnetic pull force is based on 3/8 steel plates.*Magnetic pull force is based on 3/8 steel plates.

 Part No. Description Dimension Pull Force Weight

 MST327 Twin Pack 3-1/4” x 3-3/4” x 5/8” 30 lbs 0.4 lbs
90º & 60º 83 mm x 95 x 16 14 kg 0.2 kg

Corner Magnet
» Create 90º corners by holding from the outside, 
 providing you with an unobstructed area for inside tack welds.
» One side corner “relief” provides clearance for tall lips.
» Use the outer edges of the Corner Magnet for setting up 
 materials at 60º.

NEW 

MST327


